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CSP41CSP41 PETROL

SPECIFICATIONS
Dimensions L x W x H 380 x 255 x 255 mm (without bar)  

750 x 255 x 255 mm (with bar)
Engine type 2-stroke
Fuel mixture 40:1
Engine displacement 41 cc
Chain bar length 40 cm
Cutting diameter max. Ø 37.5 cm
Chain tension adjustment Yes
Chain brake Yes
Oil tank capacity 0.21 L
Fuel tank capacity 0.26 L
Output 1.4 kW / 1.9 HP

LOGISTICAL DATA
Weight net / gross 5.5 / 6.9 kg
Packaging dimensions 800 x 270 x 280 / 135 mm
Article number 5910113906
Barcode 4046664109990
20 Container 1000 pcs
40 Container 2070 pcs
40 HQ Container 2312 pcs

16" PETROL CHAINSAW  
• 41 cc – 2-stroke engine offers powerful performance
• 16” ProCut quality bar and chain for best cutting results
• 37.5 cm cutting thickness
• Automatic chain lubrication 
• The SDS system allows tool-less chain mounting  

and tensioning
• Large metal claw stop for safe operation 
• Anti-vibration system absorbs shock and reduces user fatigue 
• A heavy-duty air filter ensures long engine life 
• Chain brake stops the chain within a few milliseconds in the event of kickback
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Tool-free chain tensioning
The saw chain can be tightened quickly  
and effortlessly with the adjusting wheel

Powerful  
1.9 HP motor


