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PRODUCT DETAILS

Log diameter Log size

Powerful splitting Engine power

Adjustable splitting system Compact design

Safety cover around 
the splitting zone

max. 4 t 1500 W
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HL460HL460ELECTRIC HL460HL460 ELECTRIC

EXAMPLES OF USE 

Hardwood Softwood

Automatic reverse after 
splitting process

The steplessly adjustable splitting 
stroke ensures efficient working. 

The HL460 effortlessly splits wood 
with a diameter of 250 mm. 

The 2-hand safety operation and the on/off switch allow 
safe and effective working.

Safety cage

Variable stroke  
adjustment

Sturdy splitting 
blade

Wheels

Powerful splitting

Engine power

230 V~ / 50 Hz

1500 W

max. 4 t

4 T LOG SPLITTER

• Splitting up to 100 logs per hour, its safe, silent operation will split 

green wood logs or seasoned timbers effortlessly

• 4 tons of hydraulic ram splitting  power

• Log splitter capacity 370 mm x Ø 250 mm

• Hydraulic cylinder with auto return

• Torsion-resistant, powder-coated steel structure

• Sturdy splitting blade

• Two handed operation keeps hands clear of action while operating

• Low maintenance, small footprint

• Safety cover around the splitting zone

• Storage table for split wood

SPECIFICATIONS
Splitting power max. 4 t

Wood Ø min – max. 50 – 250 mm

Wood length min – max. 130 – 370 mm

Hydraulic fluid capacity 2.4 L

Operating pressure 165 bar

Motor 230 V~ / 50 Hz

Engine power 1500 W

LOGISTICAL DATA
Weight net / gross 45 / 48.5 kg

Packaging dimensions 790 x 325 x 510 mm

Order number 5905209901

Article number 4046664071440

20 Container 196 pcs

40 Container 420 pcs

40 HQ Container 525 pcs

Article number: 16020280
Barcode: 44014915037583

OPTIONAL ACCESSORIES

HYDRAULIC OIL
1 litre

HYDRAULIC OIL
5 litre

Article number: 16020281
Barcode: 4014915037590


